
Features

Dimensions

 

1U Rackmount drawer with 17” or 19” LCD 

“One Man” installation slides for easy, quick installation 

Multiple keyboard language options available 

Multiple power input options available 

Fixed position rails to prevent drawer movement

2 year warranty 
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KwikDraw-A Series
KVM1U Industrial Rackmount Drawer

Suitable for rack depths between uprights from 680mm*
 

*shallower depths are available
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SpecificationsThe information is believed to be accurate. However Amplicon Liveline Limited accepts no responsibility for any problems caused by errors and omissions. Specifications are subject to change without notice.

 

 

Display Details

 

Screen Size                                 17” 19”

Display type Active Matrix TFT Active Matrix TFT

Native resolution 1280 x 1024 1280 x 1024

Brightness (cd/m2) 250 250

Contrast ratio 1000  : 1                                        1000 : 1

Viewing angle (H x V) 160 / 160 160 / 160

Display colour 16.7M 16.7M

Response time Tr=1.3 / Tf=3.7 Tr=1.3 / Tf=3.7 

Pixel Pitch (mm) 0.264 x 0.264 0.294 x 0.294

KVM1U Industrial Rackmount Drawer

KwikDraw-A Series

Dimensions

Model 

 17”  442 x 650 x 44 mm                   15kg                        589 x 856 x 168 mm                         21kg

19” 442 x 650 x 44 mm                     17kg                       589 x 856 x 168 mm                         23kg

 

Product Dimensions
(W x D x H)

Net Weight Packing Dimensions
(W x D x H)

Gross Weight
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Power input:                                   90 -99 90 - 260 VAC and 50 or 60 Hz


